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MEMORANDUM 
 
Date: March 3, 2006 
 
To: General Contractors 
 
From: Matthias Mueller 
 
Reference: Division of Facilities Construction and Management 

New North Ogden Liquor Store and Demolition And Replacement Of The 
Ogden (Patterson Avenue) Liquor Store 

 DFCM Project Nos. 04242030 and 04180030 
 
Subject: Addendum No. 4 

 
Note:  This Addendum shall be included as part of the Contract Documents.  Items in this 
Addendum apply to all drawings and specification sections whether referenced or not 
involving the portion of the work added, deleted. Modified, or otherwise addressed in the 
Addendum.  Acknowledge receipt of this Addendum in the space provided on the Cost 
Proposal Form.   
 
4.1 Addendum  No. 4 Attachments  

This addendum consists of two addendum attachments from the AE firms of Frank 
Murdock Architect & Associates - for the New North Ogden (Harrisville) Liquor Store 
04242030 and Eaton Architecture – for the Ogden (Patterson Avenue) Liquor Store 
04180030.   

 
END OF ADDENDUM 4  
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Department of Alcoholic Beverage Control 
New Harrisville, Utah Liquor Store 
 
Addendum No.  A04 
 
Issued Friday March 3, 2006 
 
PROJECT 
New Harrisville, Ut Liquor Store 
Department of Alcoholic Beverage Control 
433 North Main Street, Tooele, Utah 
DFCM Project No. 04242030 
 
ARCHITECT 
Frank N Murdock Jr Architect & Associates 
975 East 100 South 
Salt Lake City, Utah 84102 
(801) 532-4441 
 
The original Contract Documents issued for the above noted project are amended as noted in this 
Addendum. It shall be the sole responsibility of the bidder to appropriately disseminate this data to all 
concerned, prior to the assigned bid time and date. 
 
Receipt of this Addendum shall be acknowledged by inserting its number and date in the appropriate space 
provided on the bid form. 
 
 
This document identifies changes made to the construction documents and may not be all-inclusive 
of the changes.  Please refer to clouded changes on the re-issued and new drawings accompanying 
this Addendum. 
 
 
Drawing AS101 has been re-issued with the following changes: 
 
1.1 The handicap parking stalls have been modified and clouded.  The built-up curb ramp has been 

eliminated and the sidewalk has been modified to provide a ramp to either direction (see Drawing 
AS501, note 2, below). 

 
1.2 The north arrows have been rotated and clouded to reflect the correct orientation of the building 

and the site. 
 
1.3 “Reference Note J” has been changed to reflect the location and description of the vinyl fence. 
 
1.4 The termination of the vinyl fence on the north property line has been dimensioned and clouded. 
 
 
Drawing AS102 has been re-issued with the following change: 
 
1.1 The north arrow has been rotated and clouded to reflect the correct orientation of the building and 

the site. 
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Drawing AS103 has been re-issued with the following changes: 
 
1.1 The north arrow has been rotated and clouded to reflect the correct orientation of the building 

and the site. 
 
1.2 The culinary water line into the building shall be 1 1/2“ diameter.  The sanitary sewer line 

leaving the building shall be 4” diameter.  Notes to this effect have been added and clouded. 
 
1.3 Provide a 1 1/2” water meter and a 1 1/2" x 1 1/2" x 1 1/2" tee for the landscape sprinkling system. 

Notes to this effect have been added and clouded. 
 
 
Drawing AS501 has been re-issued with the following changes: 
 
1.1 Detail 2/AS501 has been modified and clouded to show a change in the mounting height for the 

Handicapped Parking signs. 
 
1.2 Detail 15/AS501 has been modified and clouded to show the new access from the two customer  
 handicap parking stalls to the front sidewalk of the building (see Drawing AS101, note 1.1, above). 

 
 

Drawing A101 has been re-issued with the following changes: 
 
1.1 Particle board wainscot is now shown on the floor plan and is represented by a dashed line.  The 

detail for the particle board wainscot is Detail 3/A101 and a note referring to the wainscot is has 
been added at the bottom of the floor plan and clouded. 

 
1.2 Dimension of the wall at the office has been added and clouded on Section 9/A101. 
 
1.3 The wall near Door 09 has been dimensioned for location and length and clouded. 
 
1.4 The three (3) contractor-provided display cabinets at the front of the store have been noted as Detail 

ADD-2 and clouded. 
 
1.5 One owner-furnished display cabinet located near the office and near Grid 3 has been lengthened to 

8’-0”, which affects the recessed slab for the thick-set floor tile.  The cabinet and location have been 
clouded. 

 
1.6 Wall Type 1 and its description has been added and the applicable walls have been tagged on the 
 floor plan. 
 
1.7 Section 10/A101 has been modified. 
 
 
Drawing A102 has been re-issued with the following changes: 
 
1.1 The location of the north/south ceiling expansion joint has been changed and clouded. 
 
1.2 The note regarding ceiling installation and bracing has been revised and clouded. 
 
 
Drawing ADD-1 (new): 
 
1. Drawing, ADD-1, showing the profile and a section of the employee entrance ramp at the rear of the 

building, has been included. 
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Drawing ADD-2 (new): 
 

1. Drawing ADD-2, detailing the three (3) contractor-furnished display cabinets, has been included. 
 
 
Specifications: 
 

1. Section 9900 Painting. Add the following : 
 
CONCRETE SEALER 
 
A. Penetrating Sealer:  Water repellant coating for use over exterior sandblasted concrete, 

concrete masonry block, vertical pre-cast concrete and interior exposed concrete floors: 
 

  1. Dayton Superior:  Weather Worker S-20 (20% Silane) 
  2. Tamms:   Baracade Silane 20   
  3. Sonneborn:   Penetrating Sealer 20 

 
 
 
 
The document, “Mechanical Compliance Certificate, 2003 IECC”, comprising two (2) pages, is attached 
to this addendum and identified as Attachment #1. 
 
 
The document, “Mechanical Requirements Description, 2003 IECC”, comprising two (2) pages, is 
attached to this addendum and identified as Attachment #2. 
 
 
The document, “Lighting Application Worksheet, 2003 IECC”, comprising one (1) page, is attached to 
this addendum and identified as Attachment #3. 
 
 
The document, “Lighting Compliance Certificate, 2003 IECC”, comprising two (2) pages, is attached 
to this addendum and identified as Attachment #4. 
 
 
The document, “Electrical Addendum”, comprising two (2) pages, is attached to this addendum and  
identified as Attachment #5. 
 
 
The document, “Structural Addendum”, comprising five (5) pages, is attached to this addendum and  
identified as Attachment #6. 
 
 
The “Code Criteria” shown on Drawing G002 has been revised and is attached to this addendum and 
identified as Attachment #7. 
 
  

End of Document 



 
 
 
 
 

Drawing ADD-1 
 

Employee Entrance Ramp 





 
 
 
 
 

Drawing ADD-2 
 

Contractor-provided  
Display Cabinets 





 
 
 
 

Revised 
Architectural Drawings 
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Permit #

Permit Date

COMcheck Software Version 3.2.0

Envelope Compliance Certificate

2003 IECC
Report Date: 03/02/06

Data filename: M:\Projects\2005\05291.00\Files\HARRIS~1.CCK

Section 1: Project Information
Project Title:

Construction Site: Owner/Agent: Designer/Contractor:

Section 2: General Information

Building Location (for weather data): Ogden, Utah
Climate Zone: 12b
Heating Degree Days (base 65 degrees F): 5557
Cooling Degree Days (base 65 degrees F): 1096
Project Type: New Construction
Vertical Glazing / Wall Area Pct.: 0%

Building Type Floor Area
Retail Sales, Wholesale Showroom 7262

Section 3: Requirements Checklist

Envelope TBD: No envelope assemblies specified

Climate-Specific Requirements:

Component Name/Description Gross Area
or

Perimeter

Cavity
R-Value

Cont.
R-Value

Proposed
U-Factor

Budget
U-Factor

(a) Budget U-factors are used for software baseline calculations ONLY, and are not code requirements.

Air Leakage, Component Certification, and Vapor Retarder Requirements:
q 1. All joints and penetrations are caulked, gasketed or covered with a moisture vapor-permeable wrapping material installed in

accordance with the manufacturer's installation instructions.
q 2. Windows, doors, and skylights certified as meeting leakage requirements.
q 3. Component R-values & U-factors labeled as certified.
q 4. Insulation installed according to manufacturer's instructions, in substantial contact with the surface being insulated, and in a

manner that achieves the rated R-value without compressing the insulation.
q 5. Stair, elevator shaft vents, and other dampers integral to the building envelope are equipped with motorized dampers.
q 6. Cargo doors and loading dock doors are weather sealed.
q 7. Recessed lighting fixtures are: (i) Type IC rated and sealed or gasketed; or (ii) installed inside an appropriate air-tight

assembly with a 0.5 inch clearance from combustible materials and with 3 inches clearance from insulation material.
q 8. Building entrance doors have a vestibule and equipped with closing devices.

Exceptions:
Building entrances with revolving doors.
Doors that open directly from a space less than 3000 sq. ft. in area.

q 9. Vapor retarder installed.
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Project Notes:

Previously saved project information:
Harrisville Liquor Store
Frank N. Murdock
975 East 100 South
Salt Lake City, Utah 84102
Kenneth Gibbs
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COMcheck Software Version 3.2.0

Mechanical Requirements
Description

2003 IECC
Report Date:

Data filename: M:\Projects\2005\05291.00\Files\HARRIS~1.CCK

The following list provides more detailed descriptions of the requirements in Section 4 of the Mechanical Compliance Certificate.

Requirements Specific To: HVAC System 1 :
1. The specified heating and/or cooling equipment is covered by the ASHRAE 90.1 Code and must meet the following minimum

efficiency: Duct Furnace (Gas): 80% Ec
2. The specified heating and/or cooling equipment is covered by ASHRAE 90.1 Code and must meet the following minimum

efficiency: Rooftop Package Unit: 9.7 SEER

Requirements Specific To: Storage Water Heater 1 :
1. Piping for the specified circulating service hot water system must be insulated with a minimum of 1-in. insulation having a

conductivity no >0.28 Btu-in/(h-ft2-degrees F).
2. Circulating service hot water systems must have a time switch control that can automatically turn off the system during

unoccupied hours.
3. Service water heating equipment used solely for heating potable water, pool heaters, and hot water storage tanks must meet

the following miniumum efficiency: Electric Water Heater efficiency >= 0.85 EF, 291 SL, Btu/h (if > 12 kW)

Generic Requirements: Must be met by all systems to which the requirement is applicable:
1. Design heating and cooling loads for the building must be determined using procedures in the ASHRAE Handbook of

Fundamentals or an approved equivalent calculation procedure.
2. All equipment and systems must be sized to be no greater than needed to meet calculated loads. A single piece of equipment

providing both heating and cooling must satisfy this provision for one function with the capacity for the other function as small
as possible, within available equipment options.
- Exception: The equipment and/or system capacity may be greater than calculated loads for standby purposes. Standby

equipment must be automatically controlled to be off when the primary equipment and/or system is operating.
- Exception: Multiple units of the same equipment type whose combined capacities exceed the calculated load are allowed

if they are provided with controls to sequence operation of the units as the load increases or decreases.
3. Each heating or cooling system serving a single zone must have its own temperature control device.
4. Each humidification system must have its own humidity control device.
5. Thermostats controlling both heating and cooling must be capable of maintaining a 5 degrees F deadband (a range of

temperature where no heating or cooling is provided).
- Exception: Deadband capability is not required if the thermostat does not have automatic changeover capability between

heating and cooling.
6. The system or zone control must be a programmable thermostat or other automatic control meeting the following criteria:a)

capable of setting back temperature to 55 degrees F during heating and setting up to 85 degrees F during coolingb) capable of
automatically setting back or shutting down systems during unoccupied hours using 7 different day schedulesc) have an
accessible 2-hour occupant overrided) have a battery back-up capable of maintaining programmed settings for at least 10
hours without power.
- Exception: A setback or shutoff control is not required on thermostats that control systems serving areas that operate

continuously.
- Exception: A setback or shutoff control is not required on systems with total energy demand of 2 kW (6,826 Btu/h) or

less.
7. Outdoor-air supply systems with design airflow rates >3,000 cfm of outdoor air and all exhaust systems must have dampers

that are automatically closed while the equipment is not operating.
8. The system must supply outside ventilation air as required by Chapter 4 of the International Mechanical Code. If the ventilation

system is designed to supply outdoor-air quantities exceeding minimum required levels, the system must be capable of
reducing outdoor-air flow to the minimum required levels.

9. Air ducts must be insulated to the following levels:a) Supply and return air ducts for conditioned air located in unconditioned
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spaces (spaces neither heated nor cooled) must be insulated with a minimum of R-5. Unconditioned spaces include attics,
crawl spaces, unheated basements, and unheated garages.b) Supply and return air ducts and plenums must be insulated to a
minimum of R-8 when located outside the building.c) When ducts are located within exterior components (e.g., floors or roofs),
minimum R-8 insulation is required only between the duct and the building exterior.
- Exception: Duct insulation is not required on ducts located within equipment.
- Exception: Duct insulation is not required when the design temperature difference between the interior and exterior of the

duct or plenum does not exceed 15 degrees F.
10. All joints, longitudinal and transverse seams, and connections in ductwork must be securely sealed using weldments;

mechanical fasteners with seals, gaskets, or mastics; mesh and mastic sealing systems; or tapes. Tapes and mastics must be
listed and labeled in accordance with UL 181A or UL 181B.
- Exception: Continuously welded and locking-type longitudinal joints and seams on ducts operating at static pressures

less than 2 inches w.g. pressure classification.
11. Mechanical fasteners and seals, mastics, or gaskets must be used when connecting ducts to fans and other air distribution

equipment, including multiple-zone terminal units.
12. Operation and maintenance documentation must be provided to the owner that includes at least the following information:a)

equipment capacity (input and output) and required maintenance actionsb) equipment operation and maintenance manualsc)
HVAC system control maintenance and calibration information, including wiring diagrams, schematics, and control sequence
descriptions; desired or field-determined set points must be permanently recorded on control drawings, at control devices, or,
for digital control systems, in programming commentsd) complete narrative of how each system is intended to operate.

13. Each supply air outlet or diffuser and each zone terminal device (such as VAV or mixing box) must have its own balancing
device. Acceptable balancing devices include adjustable dampers located within the ductwork, terminal devices, and supply air
diffusers.

14. Service water heating equipment must meet minimum Federal efficiency requirements included in the National Appliance
Energy Conservation Act and the Energy Policy Act of 1992, which meet or exceed ASHRAE 90.1 Code. New service water
heating equipment can be assumed to meet these requirements.

15. Water-heating equipment must be provided with controls that allow the user to set the water temperature to 110 degrees F for
dwelling units and 90 degrees F for other occupancies. Controls must limit output temperatures of lavatories in public facility
restrooms to 110 degrees F.

16. Stair and elevator shaft vents must be equipped with motorized dampers capable of being automatically closed during normal
building operation and interlocked to open as required by fire and smoke detection systems. All gravity outdoor air supply and
exhaust hoods, vents, and ventilators must be equipped with motorized dampers that will automatically shut when the spaces
served are not in use. Exceptions: - Gravity (non-motorized) dampers are acceptable in buildings less than three stories in
height above grade. - Ventilation systems serving unconditioned spaces.
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ELECTRICAL ADDEDUM  
 
Sheet E0.1 
Item #1 Add additional Lighting Fixture Type “I”   Halo H2561 with 60watt A 

lamp 120volt. 
 
Item #2 Add additional Lighting Fixture Type “OG”   Sure-Lites AEL1-SD-

LASER  complete with lamps, 120volt. 
 
 
Sheet E2.1 
Item #1 Lighting fixture at top of the roof hatch is to be a Type “I”. 
 
Item #2 Provide install and wire three Type “OG’ Lighting fixtures.  Locate one at 

each outside public door and one between the two man doors at the rear of 
the building.  Wire the additional outdoor emergency fixtures on circuit A-
41. 

 
 
Sheet E3.1 
 
Item #1 Provide install and wire an additional Fire Alarm Horn Strobe in each 

Restroom @ 15 Candelas and loading area a@ 75 Candelas. 
 
Item #2 All of the Fire Alarms System Horn/Strobes are to be 75 Candelas. 
 
Item #3 Power Circuits for the Check-out counter are to be Circuits A-32,32 and 

A34,36. 
 
Item #4 Provide install and wire a manual thermal starters to serve a Unit Heater 

UH-1 in the Loading area. Circuit to circuit A-24 and make all final 
connections.  Coordinate exact requirements with the mechanical 
contractor. 

 
Item #5 Provide install and wire an additional fourplex convenience outlet on the 

east wall of the raised Office and circuit to Circuit A-10. 
 
Item #6 The circuit for the ceiling duplex outlet above the Checkout counters is for 

the overhead monitor and is to be on circuit A-40.  
 
 
 
 
 
 

 



LIST OF APPROVAL ITEMS  
 
The following items, trade names, products and manufactures are approved for bidding. 
Approval does not relieve the bidder from satisfying the intent of the requirements of the 
drawings, specifications, and addenda in every respect.  Failure to conform to the design 
quality and standards specified, established and required may result in later disapproval.  
If equipment must be disapproved after bidding, supplier shall supply specified 
equipment at no extra cost to the owner. 
 
Items are listed generally and specific model number, etc. shall be as submitted.  Items 
submitted but not approved either did not satisfy the requirements, or showed insufficient 
data, or arrived after the 8 day deadline established for the submittal process. 
 
 
Lighting Fixtures 
 
A Daybrite  Lithonia LSI 
AE Daybrite  Lithonia LSI 
B Daybrite  Lithonia LSI 
BE Daybrite  Lithonia LSI 
C Daybrite  Lithonia LSI 
D Daybrite  Lithonia LSI 
E Daybrite  Evenlight Lightguard 
F Daybrite  Lithonia LSI 
G Daybrite  Gotham LSI 
H Daybrite  Contech LSI 
X1 Daybrite  Evenlight Lightguard 
 
OA Daybrite  Lithonia Lightguard 
OB Daybrite  Lithonia  Lightguard 
OC Gardco  Lithonia LSI 
OD Gardco  Lithonia LSI 
OE Gardco  Lithonia LSI 
OF Gardco  Lithonia LSI  
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Permit #

Permit Date

COMcheck Software Version 3.2.0

Lighting Application Worksheet

2003 IECC
Report Date:

Data filename: M:\Projects\2005\05291.00\Files\HARRIS~1.CCK

Section 1: Allowed Lighting Power Calculation

A B
Floor Area

C
Allowed

Watts / ft2

D
Allowed Watts

Retail Sales, Wholesale Showroom 7262 1.5 10893
Total Allowed Watts = 10893

Section 2: Actual Lighting Power Calculation

A
Fixture ID : Description / Lamp / Wattage Per Lamp / Ballast

B
Lamps/
Fixture

C
# of

Fixtures

D
Fixture
Watt.

E
(C X D)

T8 / T12 Fluorescent 1: A.B: 2 x 4 Troffer / 48" T8 32W / Electronic 3 70 96 6720
T8 / T12 Fluorescent 2: F: 4 Lamp Industrial / 48" T8 32W / Electronic 4 5 110 550
T8 / T12 Fluorescent 3: C: 2 Lamp wall fluores. / 48" T8 32W / Electronic 2 2 68 136
Compact Fluorescent 1: G: Rec Fluorescent / Triple 4-pin 42W / Electronic 1 8 48 384

Total Actual Watts = 7790

Section 3: Compliance Calculation

If the Total Allowed Watts minus the Total Actual Watts is greater than or equal to zero, the building complies.
Total Allowed Watts = 10893

Total Actual Watts = 7790
Project Compliance = 3103

Lighting PASSES: Design 28% better than code.
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Permit #

Permit Date

COMcheck Software Version 3.2.0

Mechanical Compliance Certificate

2003 IECC
Report Date: 03/02/06

Data filename: M:\Projects\2005\05291.00\Files\HARRIS~1.CCK

Section 1: Project Information
Project Title:

Construction Site: Owner/Agent: Designer/Contractor:

Section 2: General Information
Building Location (for weather data): Ogden, Utah
Climate Zone: 12b
Heating Degree Days (base 65 degrees F): 5557
Cooling Degree Days (base 65 degrees F): 1096
Project Type: New Construction

Section 3: Mechanical Systems List
Quantity System Type & Description

4 HVAC System 1: Heating: Duct Furnace, Gas / Cooling: Rooftop Package Unit, Capacity <65 kBtu/h, Air-Cooled
Condenser / Single Zone

1 Storage Water Heater 1: Service Water Heater w/ Circulation Pump

Section 4: Requirements Checklist

Requirements Specific To: HVAC System 1 :
q 1. Equipment minimum efficiency: Duct Furnace (Gas): 80% Ec
q 2. Equipment minimum efficiency: Rooftop Package Unit: 9.7 SEER

Requirements Specific To: Storage Water Heater 1 :
q 1. 1-in. pipe insulation on circulation systems
q 2. Automatic on/off control required for circulating systems
q 3. Electric Water Heater efficiency >= 0.85 EF, 291 SL, Btu/h (if > 12 kW)

Generic Requirements: Must be met by all systems to which the requirement is applicable:
q 1. Load calculations per 2001 ASHRAE Fundamentals
q 2. Plant equipment and system capacity no greater than needed to meet loads

- Exception: Standby equipment automatically off when primary system is operating
- Exception: Multiple units controlled to sequence operation as a function of load

q 3. Minimum one temperature control device per system
q 4. Minimum one humidity control device per installed humidification/dehumidification system
q 5. Thermostatic controls has 5 degrees F deadband

- Exception: Thermostats requiring manual changeover between heating and cooling
q 6. Automatic Controls: Setback to 55 degrees F (heat) and 85 degrees F (cool); 7-day clock, 2-hour occupant override, 10-hour

backup
- Exception: Continuously operating zones
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Permit #

Permit Date

COMcheck Software Version 3.2.0

Lighting Compliance Certificate

2003 IECC
Report Date: 03/02/06

Data filename: M:\Projects\2005\05291.00\Files\HARRIS~1.CCK

Section 1: Project Information
Project Title:

Construction Site: Owner/Agent: Designer/Contractor:

Section 2: General Information

Building Use Description by:
Project Type: New Construction

Building Type Floor Area
Retail Sales, Wholesale Showroom 7262

Section 3: Requirements Checklist

Interior Lighting:
q 1. Total actual watts must be less than or equal to total allowed watts.

Allowed Watts Actual Watts Complies
10893 7790 YES

q 2. Exit signs 5 Watts or less per side.

Exterior Lighting:
q 3. Efficacy greater than 45 lumens/W.

Exceptions:
Specialized lighting highlighting features of historic buildings; signage; safety or security lighting; low-voltage landscape
lighting.

Controls, Switching, and Wiring:
q 4. Independent controls for each space (switch/occupancy sensor).

Exceptions:
Areas designated as security or emergency areas that must be continuously illuminated.
Lighting in stairways or corridors that are elements of the means of egress.

q 5. Master switch at entry to hotel/motel guest room.
q 6. Individual dwelling units separately metered.
q 7. Each space provided with a manual control to provide uniform light reduction by at least 50%.

Exceptions:
Only one luminaire in space;
An occupant-sensing device controls the area;
The area is a corridor, storeroom, restroom, public lobby or guest room;
Areas that use less than 0.6 Watts/sq.ft.

q 8. Automatic lighting shutoff control in buildings larger than 5,000 sq.ft.
q 9. Photocell/astronomical time switch on exterior lights.
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Exceptions:
Lighting intended for 24 hour use.

q 10. Tandem wired one-lamp and three-lamp ballasted luminaires (No single-lamp ballasts).
Exceptions:

Electronic high-frequency ballasts; Luminaires on emergency circuits or with no available pair.

Section 4: Compliance Statement

Compliance Statement: The proposed lighting design represented in this document is consistent with the building plans,
specifications and other calculations submitted with this permit application. The proposed lighting system has been designed to
meet the 2003 IECC, Chapter 8, requirements in COMcheck Version 3.2.0 and to comply with the mandatory requirements in the
Requirements Checklist.

Principal Lighting Designer-Name Signature Date
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- Exception: 2 kW demand or less, submit calculations
q 7. Automatic shut-off dampers on exhaust systems and supply systems with airflow >3,000 cfm
q 8. Outside-air source for ventilation; system capable of reducing OSA to required minimum
q 9. R-5 supply and return air duct insulation in unconditioned spaces R-8 supply and return air duct insulation outside the

building R-8 insulation between ducts and the building exterior when ducts are part of a building assembly
- Exception: Ducts located within equipment
- Exception: Ducts with interior and exterior temperature difference not exceeding 15 degrees F.

q 10. Ducts sealed - longitudinal seams on rigid ducts; transverse seams on all ducts; UL 181A or 181B tapes and mastics
- Exception: Continuously welded and locking-type longitudinal joints and seams on ducts operating at static

pressures less than 2 inches w.g. pressure classification
q 11. Mechanical fasteners and sealants used to connect ducts and air distribution equipment
q 12. Operation and maintenance manual provided to building owner
q 13. Balancing devices provided in accordance with IMC 603.15
q 14. Newly purchased service water heating equipment meets the efficiency requirements
q 15. Water heater temperature controls: 110 degrees F for dwelling units or 90 degrees F for other occupancies
q 16. Stair and elevator shaft vents are equipped with motorized dampers

Section 5: Compliance Statement

Compliance Statement: The proposed mechanical design represented in this document is consistent with the building plans,
specifications and other calculations submitted with this permit application. The proposed mechanical systems have been designed
to meet the 2003 IECC requirements in COMcheck Version 3.2.0 and to comply with the mandatory requirements in the
Requirements Checklist.

Principal Mechanical Designer-Name Signature Date
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ELECTRICAL ADDEDUM  
 
Sheet E0.1 
Item #1 Add additional Lighting Fixture Type “I”   Halo H2561 with 60watt A 

lamp 120volt. 
 
Item #2 Add additional Lighting Fixture Type “OG”   Sure-Lites AEL1-SD-

LASER  complete with lamps, 120volt. 
 
 
Sheet E2.1 
Item #1 Lighting fixture at top of the roof hatch is to be a Type “I”. 
 
Item #2 Provide install and wire three Type “OG’ Lighting fixtures.  Locate one at 

each outside public door and one between the two man doors at the rear of 
the building.  Wire the additional outdoor emergency fixtures on circuit A-
41. 

 
 
Sheet E3.1 
 
Item #1 Provide install and wire an additional Fire Alarm Horn Strobe in each 

Restroom @ 15 Candelas and loading area a@ 75 Candelas. 
 
Item #2 All of the Fire Alarms System Horn/Strobes are to be 75 Candelas. 
 
Item #3 Power Circuits for the Check-out counter are to be Circuits A-32,32 and 

A34,36. 
 
Item #4 Provide install and wire a manual thermal starters to serve a Unit Heater 

UH-1 in the Loading area. Circuit to circuit A-24 and make all final 
connections.  Coordinate exact requirements with the mechanical 
contractor. 

 
Item #5 Provide install and wire an additional fourplex convenience outlet on the 

east wall of the raised Office and circuit to Circuit A-10. 
 
Item #6 The circuit for the ceiling duplex outlet above the Checkout counters is for 

the overhead monitor and is to be on circuit A-40.  
 
 
 
 
 
 

 



LIST OF APPROVAL ITEMS  
 
The following items, trade names, products and manufactures are approved for bidding. 
Approval does not relieve the bidder from satisfying the intent of the requirements of the 
drawings, specifications, and addenda in every respect.  Failure to conform to the design 
quality and standards specified, established and required may result in later disapproval.  
If equipment must be disapproved after bidding, supplier shall supply specified 
equipment at no extra cost to the owner. 
 
Items are listed generally and specific model number, etc. shall be as submitted.  Items 
submitted but not approved either did not satisfy the requirements, or showed insufficient 
data, or arrived after the 8 day deadline established for the submittal process. 
 
 
Lighting Fixtures 
 
A Daybrite  Lithonia LSI 
AE Daybrite  Lithonia LSI 
B Daybrite  Lithonia LSI 
BE Daybrite  Lithonia LSI 
C Daybrite  Lithonia LSI 
D Daybrite  Lithonia LSI 
E Daybrite  Evenlight Lightguard 
F Daybrite  Lithonia LSI 
G Daybrite  Gotham LSI 
H Daybrite  Contech LSI 
X1 Daybrite  Evenlight Lightguard 
 
OA Daybrite  Lithonia Lightguard 
OB Daybrite  Lithonia  Lightguard 
OC Gardco  Lithonia LSI 
OD Gardco  Lithonia LSI 
OE Gardco  Lithonia LSI 
OF Gardco  Lithonia LSI  
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STRUCTURAL ADDENDUM 
Harrisville Liquor Store 
February 22, 2006 
 
 
The following items must be included into the structural requirements for this project: 
 
 

1) Reinforcing steel in concrete and masonry construction shall be spliced as 
indicated in the respective schedules on attached sheets SA1.0, and SA1.1. 

2) The masonry piers between openings in the masonry walls on grid 4 shall have 
bond beam spacing adjusted to comply with the schedule on attached sheet 
SA1.2.  This only applies to walls on grid 4.  

3) Footing type FC6.5 shall be reinforced as indicated in the revised schedule on 
attached sheet SA1.3. 

4) On sheet S101, Footing and Foundation Plan revise the column size at E3, D3, 
and C3 from HSS4X4X1/4 to HSS5X5X1/4. 
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Eaton Architecture LLC 
77 West 200 South, Suite 302 * Salt Lake City, UT  84101 * phone (801) 328-2982 * fax (801) 328-2111 

ADDENDUM  
March 3, 2006 
 
PROJECT 
Ogden Patterson Liquor Store #24 
 
OWNER 
State of Utah, Department of Alcoholic Beverage Control 
 
ARCHITECT 
Eaton Architecture, LLC 
77 West 200 South, Suite 302 
Salt Lake City, Utah 84101 
  
The original Contract Documents issued for the above stated project are amended as noted in this 
Addendum.  It shall be the sole responsibility of the bidder to appropriately disseminate this information 
to all concerned parties prior to the assigned bid time and date, and to coordinate the Addendum with the 
Contract Documents. 
 
Receipt of this Addendum shall be acknowledged by inserting its number in the appropriate space 
provided on the bid form.  This Addendum consists of a total of twelve (12) 8½” x 11" sheets.  If there are 
still unresolved questions after examining this Addendum, please submit those questions via telephone or 
facsimile as soon as possible so that an Addendum can be issued to clarify those issues prior to bid. 
 
ITEMS 

1. Drawing Sheet A502- Window Types and Details was missing from the web posting 
fore this project.  The missing drawing file has now been included for viewing. 

2. Grade elevation annotation has been included on the sheet C102- Grading Plan.  
Refer to this sheet for grading information rather than sheet AS101. 

3. Door number 101B, pair store front entrance doors, will have an automatic door 
operator-Sargent 4000 Series (Pedestal mtd. actuator –exterior, wall mtd. interior, 
single cooperation at vestibule, or approved equal. 

4. Information for the display cases by Jahabow Industries, Inc. as referenced in 
Reference Note #4 on sheet A101 can be obtained at Advanced Display & Store 
Fixtures, (801) 262-3414. 

5. The symbol and note on the Symbol Legend on sheet A301 denotes an 8” C.M.U. 
wall with 1-1/2” metal channel furring.  This note shall be disregarded and the 
exterior wall furring shall be 3-5/8” metal stud furring as shown on the floor plan on 
sheet A101 and on the wall sections on sheet A401. 

6. Underfloor framing of platform office area will be 8” super “C” metal floor joists 
with 5/8” plywood decking sandwiched between ½” type X gypsum board and metal 
studs.  Under floor area will be sprinklered.  

7. The metal stud fascia/parapet framing shown on 01/A401 shall be 6” 24 ga. Metal 
stud framing per structural details 7/S-401 and 11/S-401. 

8. Continuous reinforced concrete footings and retaining walls shall be installed for the 
two landings and stairs at the North side of the building per structural detail 2/S-101 
and the attached retaining wall schedule. 

9. The C.M.U. trash bin enclosure shall be located as shown on drawing sheet AS101 
rather than as shown on sheet S-201. 



 
 

Eaton Architecture LLC 
77 West 200 South, Suite 302 * Salt Lake City, UT  84101 * phone (801) 328-2982 * fax (801) 328-2111 

10. Disregard the ramps from landings shown on sheet 
A202.  Stairs shall be included as shown on sheets 
A201 and A101.  Sheet A202 is included only to show the alternate masonry pattern. 

11. The elevations of the footings shall be coordinated with the grading elevations shown 
on sheet C102.  Bottom of footings shall be maintained at 2’-6” minimum below top 
of grade.  Footings shall step down to maintain this required depth along the North 
and South sides of the building.  Steps in the footings shall be no greater than 2’-0”.  
The top of the foundation wall shall be at 8” above finished floor height at the entire 
perimeter of the building. 

12. The entry mat flooring called for in the Finish Schedule on sheet A104 shall be metal 
grille roll-up type mat with track strips by Pawling Corp.- Roll-deck EM60 or equal 
by C.S. Inc., Muncie, PA or R.C. Munson.  The concrete floor will not need to be 
recessed at entry mat areas. 

13. Fire Hydrant location is on the NW corner of Patterson Street and Brinker Blvd. 
14. Accessible parking stall signs shall be located 5’ above ground to the bottom of the 

sign. 
15. Clarification of Guardrail railing is described on Addendum Dwg.  #1 
16. Clarification of clear dimension to lavatory facility is provided on Addendum Dwg.  

#2 
17. Clarification of Signage requirements is shown on Addendum Dwg. # 3. 
18. Electrical Addendum Items as listed below: 
 

19.  Sheet E0.1 
Item #1 Add additional Lighting Fixture Type “OD” Sure-Lites AEL1-SD-LASER 

complete with lamps, 120volt. 
 
20.  Sheet E2.1 
Item #2 Provide install and wire Four Type “OD’ Lighting fixtures.  Locate one above 

each outside public door and one above each of the man doors at the side of the 
building.  Wire the additional outdoor emergency fixtures on circuit A-41. 

 
21.  Sheet E3.1 
Item #1 All of the Fire Alarms System Horn/Strobes are to be 75 Candelas except the 

Restrooms @ 15 Candelas and loading area @ 30 Candelas. 
 

23.  LIST OF APPROVAL ITEMS  
 
The following items, trade names, products and manufactures are approved for bidding. 
Approval does not relieve the bidder from satisfying the intent of the requirements of the 
drawings, specifications, and addenda in every respect.  Failure to conform to the design quality 
and standards specified, established and required may result in later disapproval.  If equipment 
must be disapproved after bidding, supplier shall supply specified equipment at no extra cost to 
the owner. 
 
Items are listed generally and specific model number, etc. shall be as submitted.  Items submitted 
but not approved either did not satisfy the requirements, or showed insufficient data, or arrived 
after the 8 day deadline established for the submittal process. 
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Lighting Fixtures 
A Daybrite  Lithonia LSI  Columbia 
AE Daybrite  Lithonia LSI  Columbia 
B Daybrite  Lithonia LSI  Columbia 
BE Daybrite  Lithonia LSI  Columbia 
C Daybrite  Lithonia LSI  Columbia 
D Daybrite  Lithonia LSI  Columbia 
E Daybrite  Evenlight Lightguard Dual-Lite 
F Daybrite  Lithonia LSI  Columbia 
G Daybrite  Gotham LSI  Prescolite 
H Daybrite  Contech LSI  Prescolite 
X1 Daybrite  Evenlight Lightguard Dual-Lite 
OA Daybrite  Lithonia LSI  Architectural Area Light 
OB Daybrite  Lithonia  LSI  Hubbell 
OC Gardco  Lithonia LSI  Kim 
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